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应用范围广泛

PMX™步进电机

台式设备 计量泵

3D打印机

化学分析仪

额外修改配置 定制化解决方案标准配置
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科尔摩根全新的PMXTM系列步进电机，货期极具竞争力，

并能提供广泛的选择和设计灵活度。

PMX步进电机

六种机框尺寸（08、11、14、17、23、
34）均可提供多个叠片长度和绕组选

项多种前后轴配置

符合CE、RoHS和REACH标准

可以在系统解决方案中配合使用科尔

摩根步进电机

轴修改

特殊绕组

特殊连接器和线缆

编码器

减速箱

应用整合和样机开发更迅速

现场人力要求更低

能以更低的成本匹配或替换先前的

电机

通过与科尔摩根开展联合研发获

得完整的电机组件和系统设计

设计更优化

组件采用“嵌入”式设计，可实现即

插即用的机器整合

机器SKU水平更低

机器组装时间更短设计灵活性更高

可靠性更高，使用寿命更长

不牺牲性能和支持的前提下减少单位成本

科尔摩根 www.kollmorgen.cn sales.china@kollmorgen.com

科尔摩根很高兴地宣布，PMX系列步进产品在混合型步进电机领域

延续了我们的优良传统。PMX系列参考了客户青睐的POWERMAX和
POWERPAC产品中的最佳范例，可以在极具竞争力的货期内提供多

种选择和设计灵活性。无需舍近求远，PMX混合型步进电机系列及

科尔摩根本地化支持将为您提供成功所需的灵活性。

提供适应各种性能及尺寸要求的多种尺寸和选件，通过一家运动

控制系统供应商即可满足您的应用需要。

更低的单位成本。PMX电机的价格在当今步进电机市场中具有很

强的竞争力，并且在所有科尔摩根步进产品中也是最低的。

高品质的结构确保实际应用的可靠性，以及更长久的使用寿命。

本地化支持提供满足您要求的交付期限和即时技术支持，帮助您

更快速地将产品投向市场，减少停机时间。

灵活的生产方式使科尔摩根能够对设计更改和联合研发的解决方

案进行即时评估，以便快速地进行样机生产。

PMX电机使科尔摩根客户能够以合理的价格满足他们的自动化需求，并提升多种机器的运行效率。此外，凭借科尔摩根的专业技

术和灵活设计方案，PMX可以提供无缝的特殊选件和联合研发的选件，使电机能够更快速、更简单地整合到新的或现有应用中。
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PMX™步进电机概览

“A” MAX “B” MAX

“C”

Kollmorgen offers a comprehensive range of stepper motor products including continous torque, high torque and hybrid 
options to meet a wide range of application requirements.  For other Kollmorgen stepper products or information not included 
in this catalog go to www.kollmorgen.com.

Standard Stepper Motor Construction
Step motor utilizing SIGMAX ® Technology
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Holding Torque ( oz-in)

400 1200 2000 2800 3600 4400 5200 6000

PMX08 08 1.8˚ 2

PMX11 11 1.8˚ 3

PMX14 14 1.8˚ 3

PMX17 17 0.9˚ 
1.8˚ 5

PMX23 23 0.9˚ 
1.8˚ 3

PMX34 34 1.8˚ 4

Economy

CTP1 17 1.8˚ 3

CTP2
CTM2 23 1.8˚ 3

CTP3
CTM3 34 1.8˚ 3

Flagship Products

P2
M2 23 1.8˚ 3

T2 23 1.8˚ 4

N3
K3 34 1.8˚ 4

N4
K4 42 1.8˚ 3

Conventional
 Round Flange

H2
E2 23 1.8˚ 3

H3
E3 34 1.8˚ 3

H4
E4 42 1.8˚ 3

MH172 66 1.8˚ 1

Special
Purpose

MX9 34 1.8˚ 3

MX11 42 1.8˚ 2
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PMX TM Nomenclature

可选电机

电机系列 PMX
NEMA机框 08 11 14 17 23 34
转子叠片长度

1 = 1 个叠片                •  •   •  •  •  •
2 = 2个叠片                 •  •   •  •  •  •
3 = 3个叠片  •  •   •  •
4 = 4个叠片  •  •
5 = 5个叠片  •
电机绕组

双极（从A到F）  •  •   •  •   •  •
单极（从G到J） •   •   •
步进角度

1 = 1.8˚  •   •  •  •  •   •
9 = 0.9˚  •  •

可选选项

电机系列 PMX
NEMA机框  08 11 14 17 23 34

可选选项

电机系列 PMX
NEMA机框 08 11 14 17 23 34
后轴选项

O = 无后轴  •  •   •  •   • •
R = 后轴  •  •   •  •   • •
密封选项

00 = IP30  •  •  •   •  •   •
01 = IP65密封  •  •

连接/选项

B = 4线双极  •  •   •  •  •  •
U = 6线单极  •   •  •
X = 集成式连接器 •   •   • •
前轴选项

N =平滑前轴                        •   •  •   •  •  •
F = 平面型前轴                   •   •  •   •  •  •
K = 开放式键槽
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PMX 11 2 0  – A 1 O  –  B N 0  –  00
987654321
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Model Nomenclature

保持转矩（oz-in）

Notes:  1. Requires shaft seal and connection option other than leaded (Meets IP40 otherwise)
2. Requires shaft seal option (Meets IP40 otherwise)
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PMX08 08  •  • • • 30 • •

PMX11 11  •  • • • • 30 • •

PMX14 14  •  • • • • 30 • •

PMX17 17  •  • • • • 30 • •

PMX23 23  •  • • • • 30, 651 • •

PMX34 34  •  • • • 30, 651 •

CTP1 17 • • • • • • 40 • •

CTP2
CTM2 23 •
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MH172 66 • 40 • • •

MX9 34 • 40 • •

MX11 42 • 40 • •

• available option
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PMX08

PMX11

PMX14

PMX17 (0.9)
PMX17 (1.8)

PMX23 (0.9)
PMX23 (1.8)

PMX34

CTP1
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CTM2
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CTM3
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M2
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N3

K4
N4
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E2
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MH172

MX9

MX11

Notes:  1. Requires shaft seal and connection option other than leaded (Meets IP40 otherwise)
2. Requires shaft seal option (Meets IP40 otherwise)
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PMX08 08 • • • • 30 • •

• NEMA Sizes 8, 11, 14, 17, 23, 34
• CE, RoHS, and REACH Compliant
• Unipolar or Bipolar windings
• Options: shaft fl ats, rear shaft with encoder mounting 

holes, IP  Sealing
• Special Options readily available: spur and planetary 

gearboxes, encoders, special shafts

PMX11 11 • • • • • 30 • •

PMX14 14 • • • • • 30 • •

PMX17 17 • • • • • 30 • •

PMX23 23 • • • • • 30, 651 • •

PMX34 34 • • • • 30, 651 • •

CTP1 17 • • • • • • 40 • •
• High torque standard CTP models
• Enhanced CTM SIGMAX models produce up to 25%
    more torque in same package
• Large bearings provide high thrust and radial loads
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• High torque standard hybrid stepper motor
• Enhanced M and K SIGMAX models provide up to 25%
    more torque in same package
• Low detent torque for smoother microstepping
• Bipolar and unipolar winding
• Large array of options
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round frame
• Enhanced E SIGMAX models provide up to 25% more
    torque in the same package
• Torque produced over a wide speed range
• Large array of options
• E2, H2 offer high axial loading
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MH172 66 • 40 • • •

MX9 34 • 40 • •
• Standard hybrid stepper motor                         
• Meets Explosion proof UL Class 1, Division 1 Group D 

requirements
• Up to 150% rated torque reserve capacity (MX9)

and 200% for {MX11}
MX11 42 • 40 • •

• available option
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Notes:  1. Requires shaft seal and connection option other than leaded (Meets IP40 otherwise)
2. Requires shaft seal option (Meets IP40 otherwise)
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PMX08 08 • • • • 30  •   •

• NEMA Sizes 8, 11, 14, 17, 23, 34
• CE, RoHS, and REACH Compliant
• Unipolar or Bipolar windings
• Options: shaft fl ats, rear shaft with encoder mounting 

holes, IP  Sealing
• Special Options readily available: spur and planetary 

gearboxes, encoders, special shafts

PMX11 11 • • • • • 30  •   •

PMX14 14 • • • • • 30  •   •

PMX17 17 • • • • • 30  •   •

PMX23 23 • • • • • 30, 651  •   •

PMX34 34 • • • • 30, 651  •  • 

CTP1 17 • • • • • • 40 • •
• High torque standard CTP models
• Enhanced CTM SIGMAX models produce up to 25%
    more torque in same package
• Large bearings provide high thrust and radial loads
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• High torque standard hybrid stepper motor
• Enhanced M and K SIGMAX models provide up to 25%
    more torque in same package
• Low detent torque for smoother microstepping
• Bipolar and unipolar winding
• Large array of options
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• Torque produced over a wide speed range
• Large array of options
• E2, H2 offer high axial loading
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MH172 66 • 40 • • •

MX9 34 • 40 • •
• Standard hybrid stepper motor                         
• Meets Explosion proof UL Class 1, Division 1 Group D 

requirements
• Up to 150% rated torque reserve capacity (MX9)

and 200% for {MX11}
MX11 42 • 40 • •

• available option
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Notes:  1. Requires shaft seal and connection option other than leaded (Meets IP40 otherwise)
2. Requires shaft seal option (Meets IP40 otherwise)
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PMX08 08 • •  •   • 30 • •

PMX11 11 • •  •   •   • 30 • •

PMX14 14 • •  •   •   • 30 • •

PMX17 17 • •  •   •   • 30 • •

PMX23 23 • • •    •   • 30, 651 • •

PMX34 34 • •  •   • 30, 651 • •

CTP1 17 • • • • • • 40 • •

CTP2
CTM2 23 •

•
•
•

•
• •

•
•

•
•

•
• 40 • •

•

CTP3
CTM3 34 •

•
•
•

•
• •

•
•

•
•

•
• 40 • •

•

P2
M2 23 •

•
•
• •

•
•

•
•

•
•

40
40

•
•

•
•

•
•

•
•

T2 23 • • • • • • • 40 • • •

K3
N3 34 •

•
•
• • 

•
•

•
•

•
•

•
•

•
•

•
•

651

651
•
•

•
•

•
•

K4
N4 42 •

•
•
• • 

•
•

•
•

•
•

•
•

•
•

•
•

651

651
•
•

•
•

•
•

H2
E2 23 •

•
•
• • 

•
•

•
•

•
•

•
•

•
•

40
40

•
•

•
•

•
•

•
•

H3
E3 34 •

•
•
• • 

•
•

•
•

•
•

•
•

•
•

651

651
•
•

•
•

•
•

H4
E4 42 •

•
•
• • 

•
•

•
•

•
•

•
•

•
•

652

652
•
•

•
•

•
•

MH172 66 • 40 • • •

MX9 34 • 40 • •

MX11 42 • 40 • •

• available option
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PMX™尺寸概览

NE
MA

机
框 “A”最大值 “B”最大值

叠片
机框尺寸

1 2 3 4 5

08 30 [1.18] 42 [1.65] - - 20.2 [0.80]

11 32 [1.24] 45 [1.75] 51 [1.99] - 28.2 [1.11]

14 26 [1.02] 28 [1.10] 36 [1.42] - - 35.2 [1.39]

17 25 [0.98] 33 [1.30] 38 [1.50] 47 [1.85] 60 [2.36] 42.3 [1.67]

23 41 [1.61] 56 [2.20] 76 [2.99] 56.4 [2.22]

34 65 [2.56] 80 [3.15] 118 [4.65] 156 [6.14] 85.85 [3.83]

尺寸单位为mm [英寸]

Ø  “C”

轴直径

4 0 [ 0.16 0 ]-0.013 -0.0005

5 0 [0.20 0 ]-0.013 -0.0005

5 0 [0.20 0 ]-0.013 -0.0005

5 0 [ 0.20 0 ]-0.013 -0.0005

6.35 0 [0.25 0 ]-0.013 -0.0005

12.7 0 [                           05.0 0 ]-0.012 -0.0005

PMX™型号命名 PMX  11  2  0  – G  1  O  –  U  N  0  –  00
987654321

•

科尔摩根 www.kollmorgen.cn sales.china@kollmorgen.com
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